
30

Specifications - Model 2700 Controller
Absolute Maximum Ratings Min Typical Max

A.C. Voltage Range
120 V Mode 50/60Hz 100.0 VAC 120.0 VAC 132.0 VAC
240 V Mode 50/60Hz 200.0 VAC 240.0 VAC 264.0 VAC

Current Requirement
120 V Mode 0.9 Amp 1.5 Amp
240 V Mode 0.45 Amp 0.75 Amp

Power Supply Capacities
+24 V I/O Supply 1.5 Amp
+5 V Logic Supply 5.0 Amp
RS-232 Transmitters ±3 VDC ±5 VDC ±12 VDC
RS-232 Receivers ±3 VDC ±5 VDC ±12 VDC
Common Mode Voltage Range -10 VDC +10 VDC
Encoder Power-Supply Capacity (+5V) 250.0 mA
CPU Power Requirement (5V) 0.4 Amp 0.6 Amp
Lithium-cell RAM (4 yrs. unpowered) 128K Bytes

2700 Series Automation Controllers
Configuring your 2700 controller

The 2700AP-5, -10, and -16 can accommodate 5, 10, and 16 modules respectively. 
The following modules are compatible with all models of the 2700:

Supported Modules
Models 2201, 2202, 2203, 2203SRC, and 2221 DC Input and Output Modules
Model 2206 Single or Dual-axis Stepping Motor Modules
Models 2207 and 2209 Analog Input and Output Modules
Models 2210 and 2211 AC Input and Output Modules
Model 2212 8-channel Relay Module
Model 2220 and 2720 Precision Analog Input and Output Modules
Models 2219 and 2719 Dual-axis Servo Control Modules
Models 2216 and 2716 Dual Channel RS-232 Modules
Model 2716D DeviceNet Module
Model 2217 and 2717 Ethernet Communications Modules

Refer to pages
22 - 29 for further
specifications of
these modules.
Recommended
accessories for
each module are
listed on the
following page.
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Dimensions
Dimensions are in inches (mm).
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